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Chapter 1 Introduction

CHAPTER 1

Introduction

This document was developed using the Hydrologic Engineering Center’s Hydrologic
Modeling System (HEC-HMS) version 3.0.

HEC-HMS is designed to simulate the precipitation-runoff processes of dendritic
watershed systems. It is designed to be applicable in a wide range of geographic areas
for solving a broad range of problems. This includes large river basin water supply and
flood hydrology to small urban or natural watershed runoff. Hydrographs produced by
the program can be used directly or in conjunction with other software for studies of
water availability, urban drainage, flow forecasting, future urbanization impact, reservoir
spillway design, flood damage reduction, floodplain regulation, wetlands hydrology, and
systems operation.

This document was written as a brief introduction to the program and will be more
beneficial to users with experience using previous versions of HEC-HMS. For less
experienced users, a more comprehensive descriptionl and application of the program
can be found in the HMS Technical Reference Manual and the HMS Applications Guide.
These documents will be updated to reflectchanges in the program after the release of
HMS version 3.0 beta. The Quick Start Guide: is divided into the following three
chapters: Chapter 1 pravides a description of program components and the user
interface, Chapter 2:lists and describes steps required to develop a hydrologic model
and obtain results, and Chapter 3 contains an example application following the steps
outlined:n Chapter 2. An appendix is included to provide a description of the
optimization and the depth-area analysis features.

HMS Model Components

HEC-HMS model components are used to simulate the hydrologic response in a
watershed. "HMS model components include basin models, meteorologic models,
control specifications, and input data. A simulation calculates the precipitation-runoff
response in the basin model given input from the meteorologic model. The control
specifications define the time period and time step of the simulation run. Input data
components, such as time-series data, paired data, and gridded data are often required
as parameter or boundary conditions in basin and meteorologic models.

Basin Model Component

The basin model represents the physical watershed. The user develops a basin model
by adding and connecting hydrologic elements. Hydrologic elements use mathematical
models to describe physical processes in the watershed. Table 1 provides a list and
description of available hydrologic elements.
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Table 1. Hydrologic Element Description.
Hydrologic Element Description
Subbasin The subbasin element is used to represent the physical

watershed. Given precipitation, outflow from the subbasin
element is calculated by subtracting precipitation losses,
transforming excess precipitation to stream flow at the subbasin
outlet, and adding baseflow.

Reach The reach element is used to convey stream flow downstream in
the basin model. Inflow into the reach element can come from
one or many upstream hydrologic elements. Outflow from the
reach is calculated by accounting for translation and attenuation
of the inflow hydrograph.

Junction The junction element is used to combine stream flow from
hydrologic elements located upstream of the junction element.
Inflow into the junction element can come from one or many
upstream elements. Outflow is simply calculated by summing all
inflows and assuming no storage at the junction.

Source The source element is used to introduce flow into the basin
model. The source element has no inflow. Outflow from the
source element is defined by the user.

Sink The sink element is used to represent the outlet of the physical
watershed. Inflow into the sink element can come from one or
many upstream hydrologic elements. There is no outflow from
the sink element.

Reservoir The reservoir element is used to model the detention and
attenuation of a hydrograph catised by a reservoir or detention
pond._laflow into the reservoir element can come from one or
manly upstream hydrologic elements. Qutflow from the reservoir
element can be gcalculated two ways. The user can enter a
storage-autilow, elevation-storage-outflow, or elevation-area-
outflow relationship, or the user can enter an elevation-storage
or elevation-area relationship and define one or more outlet
structures.

Diversion The diversion element is used for modeling stream flow leaving
the 'main channel. Inflow into the diversion element can come
from one or many upstream hydrologic elements. Outflow from
the diversion element consists of diverted flow and non-diverted
flow. Diverted flow is calculated using input from the user. Both
diverted and non-diverted flows can be connected to hydrologic
elements downstream of the diversion element.

In the case of the subbasin element, many mathematical models are available for
determining precipitation losses, transforming excess precipitation to stream flow at the
subbasin outlet, and adding baseflow. In this document the different mathematical
models will be referred to as methods. Table 2 lists the methods available for subbasin
and river reach elements.
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Table 2. Subbasin and Reach calculation methods.

Hydrologic Element Calculation Type Method

Subbasin Runoff-volume Deficit and constant rate (DC)
Exponential
Green and Ampt
Gridded DC
Gridded SCS CN
Gridded SMA
Initial and constant rate
SCS curve number (CN)
Soil moisture accounting (SMA)

Direct-runoff Clark’s UH
Kinematic wave
ModClark
SCS UH
Snyder's UH
User-specified s-graph
User-specified unit hydrograph (UH)

Baseflow Bounded recession
Constant monthly
Linear reservoir
Recession

Reach Routing Kinematic wave
Lag
Modified Puls
Muskingum
Muskingum-Cunge
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Meteorologic Model Component

The meteorologic model calculates the precipitation input required by a subbasin
element. The meteorologic model can utilize both point and gridded precipitation and
has the capability to model frozen and liquid precipitation along with evapotranspiration.
The newly added snowmelt method uses a temperature index algorithm to calculate the
accumulation and melt of the snow pack. The evapotranspiration methods include the
constant monthly method and the new Priestly Taylor and gridded Priestly Taylor
methods. An evapotranspiration method is only required when simulating the
continuous or long term hydrologic response in a watershed. A brief description of the
methods available for calculating basin average precipitation or grid cell precipitation is
included in Table 3.

Table 3. Description of meteorologic model methods.
Precipitation Methods Description
Frequency Storm This method is used to develop a precipitation event

where precipitation depths for various durations within
the storm have a consistent exceedance probability.

Gage Weights This method applies user specified weights to user
defined precipitation gages.

Gridded Precipitation This method allows the use of-gtidded precipitation
products, such as RADAR,

Inverse Distance This method calculates subbasih average precipitation

by applying an inverse distance squared weighting to
user defined precipitation gages.

SCS Storm This method applies a user specified SCS time
distribution to a 24-hour total storm depth.

Specified Hyetograph This method applies a user defined hyetograph to a
specified subbasin element.

Standard Project Storm This.method applies a time distribution to an index
precipitation depth.

Control Specifications Component

The control specifications set the time span of a simulation run. Information in the
control specifications includes a starting date and time, ending date and time, and
computation time step.
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Input Data Components

Time-series data, paired data, and gridded data are often required as parameter or
boundary conditions in basin and meteorologic modeling methods. A complete list of
input data is included in Table 4. Input data can be entered manually or referenced to
an existing record in a HEC-DSS file. All gridded data must be referenced to an existing
HEC-DSS record. Refer to HEC-DSSVue User’'s Manual (USACE, 2003) for a

description of HEC-DSS.

Table 4.

Input data components.

Time-Series Data

Paired Data

Gridded Data

Precipitation
Discharge
Temperature
Solar radiation
Crop Coefficient

Storage-outflow
Elevation-storage
Elevation-area
Elevation-discharge
Inflow-diversion
Cross sections

Unit hydrograph curves
Percentage curves
ATI-meltrate functions
ATI-coldrate functions
Groundmelt patterns
Evaporation patterns
Meltrate patterns

Precipitation
Temperature

Solar radiation

Crop coefficient
Storage capacity
Percolation rate
Storage coefficients
Moisture deficit
Impervious area
SCS curve number
Elevation

Cold content

Cold content ATI
Meltrate ATI

Liquid water content
Snow water equivalent
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User Interface

The user interface consists of a menu bar, tool bar, and four main panes. Starting from
the upper left pane in Figure 1 and moving counter-clockwise, these panes will be
referred to as the Watershed Explorer, the Component Editor, the Message Log, and the
Desktop.

I 3 HEC-HMS 3.0.0 [C:\Hmspraj\Castro_Valley\Castro_Valley.hms] =13x|

File Edit Yiew Components Parsmeters Compute Resuls Tools Help

D E&r ¢ 2 a v RygslesrszBELE
3 castra velley =181

=—_1 Basin Models
&

|+

g East Branch

Foa Deskto
o= \Watershed Explorer P

¥3Wasl Branch Y Subbasin-1
{;9 Castro 2

+-_ | Meteorologic Modsks
) Control Specifications
| Time-Series Data

{1 Paired Data

Subbasin-3

Reach-2
&

Subbasin-4

.Cumpunenls COmputel Results o =y Glbbasin-2
A Basin Model .
' Component Editor u\
Hame: Castro 1
Description: IEx\s‘iing Conditions E
Grid Call Fike: | =
Local Flav: INo LI S/ Outiet ||
Flow Ratios: Mo =l =
Replace Missing: INo LI _<| _’I_
Unit Systenn: ILI = Customary ;I MOTE 10008 Finished opening project "Castro Valley" at time 19 May 2005, 17:09:56.
Message Log
Figure 1. HMS-HMS user interface.

\X/atershed Explorer

The watershed explorer was developed to provide quick access to all components in an
HEC-HMS project. For example, the user can easily navigate from a basin model to a
precipitation gage and then to a meteorologic model without using menu options or
opening additional windows. The watershed explorer is divided into three parts:
Components, Compute, and Results. The arrow in Figure 2 points to the “Components”
tab of the watershed explorer. The hierarchal structure of model components, such as
basin models, meteorologic models, etc., is available from the “Components” tab of the
watershed explorer. The watershed explorer organizes model components into
individual folders. When a component is selected, the watershed explorer expands to
show sub-components. For example, when a basin model is selected the watershed
explorer will expand to show all hydrologic elements in the basin model. Notice in
Figure 2 that the Castro 1 basin model is selected and the watershed explorer is
expanded to show all hydrologic elements in the basin model. The plus/minus sign
beside model components and sub-components can be used to expand/collapse the
watershed explorer. The Compute watershed explorer, accessed from the “Compute”
tab, contains all project simulation runs, optimization trials, and analyses. Model results
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are available from the “Results” tab of watershed explorer. Results from different
simulations can be compared in the same graph or table.

File

Edit ‘Wiew Components

Parameters

E HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\Castro_Va

Compute  Resul

A

Casztro Valley
J Bazin Madels
B8

£§~ Eazt Branch

= Subbasin-1

5 Subbasin-2

# Subbasin-3
= Subbasin-4
:fJ West Branch
—E.E.] Castro 2

] Meteoralogic Models
;l Cortrol Specifications
;l Time-Series Data

DSBS & & a b

M el P

| Paired Data

| Commpanents I Computel Resurtsl

Figure 2. Watershed explorer.

Component Editor

When a component or sub-component in the watershed explorer is active (simply use
the mouseand click on the component name in the watershed explorer), a specific
component editor will open. All data required by model components are entered in the
component editors. For example, loss parameter data for a subbasin element is entered
in the subbasin component editor. The component editor for the Castro 1 basin model
is shown in Figure 3.

EB Basin Model |
Hame: Castro 1
Description: IExisting Conditions E
Grid Cell File: | E"‘l
Local Flos: IN::: LI
Floney Ratios: IN::: LI
Replace Missing: IN::: LI
Unit System: IU.S. Custormary LI
Figure 3. Component editor.
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Message Log

Notes, warnings, and errors are shown in the message log (Figure 4). These messages
are useful for identifying why a simulation run failed or why a requested action, like
opening a project, was not completed. A comprehensive list and description of
messages will be provided in the new HMS User’s Manual.

MOTE 10008 Finizhed opening project "Castro Valley" at time 19 May 2005, 17.08:58,

Figure 4. Message log.

Desktop

The desktop holds a variety of windows including summary tables, time-series tables,
graphs, global editors, and the basin model map. The basin model map is used to
develop a basin model. Elements (subbasin, river reach, reservoir, etc.) are added from
the toolbar and connected to represent the physical drainage network of the study area.
Background maps can be imported to help visualize the watershed. The Castro 1
basin model map is shown in Figure 5.

#% Basin Model [Castro 1] INERES]

|»

Subbasin-1

Subbasin-3

G
-

Reach-2
&

Subhasin-4
1, FUhbasin-2

=geDutlet

4| y[
Figure 5. Basin model map opened in the Deskitop.
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Documentation Conventions

The following conventions are used throughout the Quick Start Guide to describe the
HMS user interface.

References

Screen titles are shown in italics.

Menu names, menu items, and button names are shown in bold.

Menus are separated from submenus with the right arrow =.

Data to be typed into an input field on a screen is shown in the courier font.

A column heading, tab name, or field title is shown in “double quotes”.

USACE (2003). HEC-DSSVue User’s Manual. Hydrologic Engineering Center, Davis,

CA.
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CHAPTER 2

Developing an HMS Project

To develop a hydrologic model, the user must complete the following steps:

Create a new project.

Input time series, paired, and gridded data needed by the basin or meteorologic
model.

Define the physical characteristics of the watershed by creating and editing a
basin model.

Select a method for calculating subbasin precipitation and enter required
information. Evapotranspiration and snow melt information are also entered at
this step if required.

Define the control specifications.

Combine a basin model, meteorologic model, and contral specifications to
create a simulation.

View the results and modify the basin model, meteorologic model, or control
specifications as needed.

Create a New Project

10

Create a new project by selecting File =:New from the menu bar (Figure 6). Enter a
project “Name”, select a “L.ocation’ for storing project files, and enter a project
“Description” in the Create a New Project screen (Figure 7). A new folder with the same
name as the project name is created in the selected directory. This folder will store all
files created for this project. External HEC-DSS files, ModClark files, and background
map files do not have to be stored in the project folder. A new project can also be

created by selecting the Create a New Project button O on the tool bar.

Options for managing a project are available from the File menu option. These options
include Open, Save, Save As, Delete, and Rename. The tool bar contains buttons to

Open i a project and Save Is the current project.



Chapter 2 Developing an HMS Project

E Hydrologic Modeling system |
File Edit Wiew~"Tomponents P
Mew, .. kel
CIpen. .. Chrl+0
Save Chrl+5
Save hs..,
Delete Chrl+D
Renarne
Exik
Figure 6. Create a new project.
Create a New Project El
Matne : ||
Location IC:'I.I-Imspru:uj ﬁl
Descrigtion : I E
Create Cancel |
Figure 7. Enter a project name, location of projectfiles, and project description.

Input Data

Time series data, paired data, and gridded data are created by selecting the
Components meni option and.then selecting either the Time-Series Gage Manager,
Paired Data Managet, or Grid Manager (Figure 8) input data type. A manager window
opens that allows the user to select the gage, paired data, or grid type. Buttons on the
right side of the manager provide options to create a New, Copy, Rename, or Delete
the data type. Figure 8 shows the Paired Data Manager (The Storage-Outflow data
type is selected). Once a new input data type has been created, required information
can be entered in the component editor. Input data can be entered manually or
referenced to an‘existing record in a HEC-DSS file.

E HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valleyy
File Edit WYiew |Cu:umpu:unents Parameters  Comj

D = = Basin Manager

Metearology Manager

Tirne-5Seties Daka Manage

Paired Data Manager

[ ] Time-Serie N&rid Data Manager

Figure 8. Input data.

11



Chapter 2 Developing an HMS Project

12

paired Data tanager E

L =R YTl Storage-Outflowy Functions n
Current paired data
Mewy...
COpy...
RENSEME...
[elete

Figure 9. Paired data manager.

Figure 10 shows the component editor for a Storage-Discharge:table. The table can be
renamed in the watershed explorer or in the paired data manager. The “Data Source”
options are Manual Entry and Data Storage System (HEC-DSS). IfData
Storage System (HEC-DSS) is selected, the user is required to select a HEC-DSS
file and a pathname. If Manual Entry is selected, the user must click the “Table” tab
and manually enter the storage-disgharge values.

A time window is required for time-series data before the data can be entered or viewed.
A default time window is provided when a time-seties gage is added to the project. To
add an additional time window, ¢lick the right mouse button when the mouse pointer is
on the gage’s name in the watershed explorer and select the Create Time Window
option (Figure 11).

| Paired Data | Table | Grapn |
Hame: Table 1
Description: IHeach-E E
Data Source; IManuaI Eritty LI
Units: [4C-FT: CFS [
Figure 10. Component edijtor for a storage-discharge table.
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_ 4 Castro Valley

-] Basin Models

|£|_] i etecrologic Models
|£|_] Cantral Specifizations
L:i _ 4 Time-Series Data

E -4 Precipitation Gages

= 3

E_] Dizcharge Gz Create, Copy
-] Paired Data Bl

Delets

Create Time Window

Figure 71. Create a time window for a time-series gage.
Create a Basin Model

A new basin model can be added to a project by selecting the Component = Basin
Manager menu option (Figure 12). Click the New button in the Basin Model Manager
window. Enter a “Name” and “Description” in the Create A New Basin Model window and
click the Create button (Figure 13). An existing basin model can be added to an HMS
project by selecting the Tools = Import = Basin Model menu option.

Once a new basin model has been added, hydrologic eleménts can be added and
connected in the basin model map to reflect the draipage of the real world watershed.
Hydrologic elements are added by selecting one of the element tools on the tool bar
(Figure 14) and clicking the left mouse button in the basin model map. To connect an
upstream element to a downstream element, click the right mouse button when the
mouse pointer is on top of the:glement icon and select the Connect Downstream
option. Then place the pointer on top of the desired downstream element and click the
left mouse button.

Copy, Rename, or Delete the basin model by clicking the right mouse button when the
pointer is on top of the basin model name in the watershed explorer. These options are
also available fram the basin model' manager. Copy, Rename, or Delete hydrologic
elements from the watershed explorer. The Copy and Delete options are also available
by clicking the right mouse button when the mouse pointer is located on top of the
hydrologic elementiicon in the basin model map.

Basin model and hydrologic element parameter data are entered in the component
editor. Select a basin model name or hydrologic elements name in the watershed
explorer to open the component editor. Hydrologic element component editors can also
be opened by selecting the element icon in the basin model map. Figure 15 shows a
component editor for a subbasin element. Notice the five tabs labeled “Subbasin,”
“Loss,” “Transform,” “Baseflow,” and “Options.”

13
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A HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\
File Edit Miew | Components Paraw/

D Dﬂ- m é Basin Manager

: Meteorology Manager
A Castro Valley

| ] Biasin hod
| Meteorolog
] Cortrol Sp Paired Diata Manager
=4 Time-Serie (Grid Data Manager

Control Manager

Time-Seties Daka Manager

Figure 12. Open the basin manager.

i
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Caztro 1 My
Castro 2
Copy...

REREME.. .

Delete

Create A New Basin Model

Mame : I Eiasir 1

Description : I E
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Figure 13. Create a new basin model.

E# HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\Castro_Valley.hms]

File Edit “iew Components ParameterWHelp

Z
D3 v (oavadP e )=

Figure 14. Hydrologic element tools.

B Subbasin | Ln:nssl Transfn:nrrnl Eiasefln:nwl Optiu:nnsl

Hame: Subba=sin-3

Descrigtion: I E

Dovwnstrearn; IHeach-1 r l:l=||
Area (MI2) 217

Loss Method: |Iritial and Constart -]

Transfarm hethod: ISnyder Unit Hydrograph j

Bazeflow Method: IHecessiDn j
Figure 15. Component ediitor for a subbasin element.
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Chapter 2 Developing an HMS Project

Create a Meteorologic Model

A meteorologic model is added to a project in the same manner as the basin model.
Select the Component = Meteorology Manager menu option. Click the New button in
the Meteorologic Manager window and enter a “Name” and “Description” in the Create A
New Meteorologic Model window. To import an existing meteorologic model, select the
Tools = Import = Meteorologic Model menu option. The meteorologic model can be
renamed in the watershed explorer or using the meteorologic manager. Figure 16
shows the component editor for a meteorologic model.

One step in developing a meteorologic model is to define which basin models require
precipitation from the meteorologic model. Select the “Basins” tab in the meteorologic
model component editor. Change the “Include Subbasins” option to “Yes” for all basin
models requiring precipitation from the selected meteorologic model (Figure 17). All
subbasin elements contained in the selected basin model(s) will be added to the
meteorologic model. Once added, parameters for the precipitation, evapotranspiration,
and snowmelt methods can be defined for each subbasin element using the component
editor.

2% Meteorology Model | Basing | options |

Hame: GageWwts
Description: IThiessen weeights, 10-min data E

Precipitation: IGage Wisights=

Evapotranspiration: I--Nn:-ne--

Shioarmelt: I--Nu:une--

0 KN

Unit System: ILI.S. Customary

Figure 716. Meteorologic model component editor.

2 Metearology Model  Basins | Optiu:unsl

ety

Hame: GageWwts

Baszin Model | Ihclude Subbaszins |
Castro 1 Yes
Castro 2 Yes

Figure 17. Adding subbasin elements to a meteorologic model.
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Define Control Specifications

A control specifications is added to a project by selecting the Component = Control
Manager menu option. Click the New button in the Control Specifications Manager
window and enter a “Name” and “Description” in the Create a New Control
Specifications window. The component editor (Figure 18) for a control specifications
requires, a start date and time, an end date and time, and a time step. Start and end
dates must be entered using the “ddMMMYYYY” format, where “d” represents the day,
“M” represents the month, and “Y” represents the year. Time is entered using the 24
hour format. Start and end times must be entered using the “HH:mm” format, where “H”
represents the hour and “m” represents the minute. A colon is required when separating
hour and minute. The time step is selected from an available interval list containing time
steps from 1 minute to 24 hours. Calculations for most methods are performed using
the specified time step; output is always reported in the specified time step.

|§| Cortrol Specificationz I

Hame: Jan¥3
Description: |1 G January 1973 E
Start Date (olcdbIbdhd ™ ™) |1 Glan1973

Start Time (HH:mm) [03:00

End Date (dabMbYY' ) [16Jan1 973 |
Endl Tirne (HH:mm) [12:55

Time Steg: IS Minutes LI

Figure 18. Control specifications.

Create and Compute a Simulation Run
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A simulation run is created by selecting the Compute = Run Manager menu option.
Click the New button in the Simulation Run Manager window. The simulation run
manager also allows the user to Copy, Rename, and Delete an existing simulation run.
After clicking the New button, a wizard opens to step the user through the process of
creating a simulation run. First, a name must be entered for the simulation run, then a
basin model, a meteorologic model, and a control specifications must be selected. The
new simulation run is added to the “Compute” tab of the watershed explorer (Figure 19).
A simulation run can also be created by selecting the Compute = Create Simulation
Run menu option. In the simulation run component editor, the user can enter a
“Description” and change the basin model, meteorologic model, and control
specifications from drop-down lists. The simulation run can be renamed in the
watershed explorer or from the simulation run manager. Click the right mouse button
when the pointer is on top of the simulation run’s name in the watershed explorer and
select the Rename option. Other options available when clicking the right mouse button
include Compute, Create Copy, and Delete. A simulation run can also be computed by
selecting the Compute = Select Run menu option and choosing the desired simulation
run (Figure 20). Then, select the Compute menu option and click the Compute Run
option at the bottom of the menu (Figure 21).
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J Castro Walley
== J Sirnulation Runs
i
'3 Ratio
I[5) Start States
I[3 Save States

Components  Compute I Resurtsl

503 Simulation Run | atio | Start States | Save States |

Hame: Run 1

Description: IExisting conditions, 16 January 1973 starm

Easin Model: ICas’crl:u 1

Meteorologic Model: IGage‘l.-“-.l'ts

L Ll L
(Eel Sy i

Control Specifications: IJan?S

Figure 19. Simulation run.

E&# HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\Castro_Valley.hms]
File Edit “ew Components Parameters | Compute  Resulks  Tools  Help

0= 5 & ||T d a9 & Create Simulation Run

Select Fun

J Castro Walley

; Run Manager
== _ M Simulation Runs

L Create Optimization Trial
I3 Ratio Select Trial
I3 Start States Trial Manager
Fa save States

Create Analysis

Select Analysis

analysis Manager

Compute Run [Run 1]

Components  Compute IResurtsl

Figure 20. Selecting a simulation run.
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E HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\Castro_Valley.hms]

File Edit Wiew Components Parameters | Compute  Results  Tools  Hel

D Ii"q' ‘3| E e. & o L:,-| Create Simulation Run
Select Fun ]

Run Manager

_ 4 Castro Walley

== _ Simulation Runz
4] Creake Cptimization Trial

I Ratio Select Trial 3
IE5] Start States Trial Manager
~
Save States Create Analysis
W FLn 2

Select Analysis 3

s Manager

@te Run [Run 1]

COomponents  Cormpute IResurtsl

Figure 21. Computing the selected simulation run.

View Model Results
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Graphical and tabular results are available after a simulation run, an optimization trial,
and an analysis have been computed (refer to the appendix for a description of
optimization trials and analyses). Results can be accessed from the watershed explorer
or the basin map. Results for an optimization.trial or analysis can only be accessed from
the watershed explorer. Results are available as long as no edits were made to model
components (subbasin parameters;:fime-series data, efc.) after the simulation run,
optimization trial, or analysis wete computed I edits were made, the simulation run,
optimization trial, or anatysis must be re-computed.

Select the “Results” tab in the watershed explorer to view a list of simulation runs,
optimization trials, and analyses (Figute 22). Click the box next to the name of the
simulation run, optimization trial, or analysis to expand the watershed explorer. Click the
box next to a hydrologic element's name to expand the watershed explorer even more to
show available results far the hydrologic element. When a times series result is selected
in the watershed explorer, a preview graph opens in the component editor. Figure 22
shows a times series graph for a subbasin element (Subbasin-1). Multiple time series
records can be added to the same graph by holding the Control key and clicking other
time series results in the watershed explorer. Time series results from different basin
model elements and from different simulation runs and optimization trials can be added
to the same graph for comparison (Figure 23). A copy of the preview graph will be

added to the desktop by clicking the graph button L on the toolbar (Figure 23).

Results can also be accessed from the basin model map. After a simulation run
computes, click the right mouse button when the mouse pointer is located on top of a
basin model element in the basin map. Select the View Results option and choose
Graph, Summary Table, or Time-Series Table (Figure 24). Results are also available
from the toolbar. Select a basin model element in the basin map or watershed explorer
to make it active. Then choose one of the table, graph, or times-series table buttons

[ bk 23

on the toolbar.
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J Castro Walley

LJ—]— J Sirmulation Runs

f—]—% Fur 1

—@ Global Summary
—'-¥‘ East Branch
—EF Outlet

A Reach-1

—A Reach-2
[—]—@,'-p Subbazin-1
Summary
Dttt
Incremettal Precipitation
Precipitation Lozs
Exceszzs Precipitation
Direct Runoff
Baseflow
—éﬂ Subbasin-2
—éﬂ Subbasin-3
—éﬂ Subbasin-4
—'513 Wiest Branch

Cu:umpu:uner'dal Conpute  Results

Previewn |
Subbasin-1

180
160
[
1401 ]
120 . 3
| \
100 f "-.\

80

Flow {cfs)

B0 I,.'“\
40 f

20 |

000 0Z:00

A10:00

12:00
16Jan19732

Figure 22. Viewing results.
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File

Edit View Components Parameters Compute Results

B HEC-HMS 3.0.0 [C:\Hmsproj\Castro_Valley\Castro_Valley.hms]
Tools Help

=101 x|
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5§ Outlet
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Figure 23.
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Opened cortrol specifications "Jan?3" at time 19 May 2005, 14:04:37.

Comparing results from-different simulationruns.

Figure 24.

Viewing results from the basin model map.
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CHAPTER 3

Example

This chapter illustrates the steps necessary to create a precipitation-runoff model with an
example.

Problem Statement

This example uses data from the 5.51 square mile Castro Valley watershed located in
northern California. The watershed contains four major catchments (Figure 25).
Precipitation data for a storm that occurred on January 16, 1973, is available for three
gages in the watershed: Proctor School, Sidney School, and Fire Department. The goal
of the example is to estimate the affect of proposed future urbanization on the hydrologic

response.
A
£
<0
0,
B
S M
o L .I e
(! - *..__. — II. i /_?
a-’../ Proctor School
. \‘ 1] ., ra
\. e VA
| si ! :
.. 5 :l
G'J'
{
/

Outlet
Figure 25. Castro Valley Creek watershed.

Application of the program will require creating a new project and entering gage data. A
basin model using the initial constant loss, Snyder unit hydrograph transform, and
recession baseflow methods will be created from the parameter data shown in Tables 5
- 8.

21



Chapter 3 Example

Table 5. Subbasin initial and constant loss method and Snyder transform method
data.
Subbasin Loss Parameters Transform Parameters
ID Initial Constant Impervious tp Cp
in in/hr % hr
1 0.02 0.14 2 0.20 0.16
2 0.02 0.14 8 0.28 0.16
3 0.02 0.14 10 0.20 0.16
4 0.02 0.14 15 0.17 0.16
Table 6. Subbasin area and baseflow data.
Subbasin Parameters Baseflow Parameters
ID Area Initial Flow Threshold Recession
sq-mi cfs/sg-mi ratio-to-peak constant
1 0.86 0.54 0.1 0.79
2 1.52 0.54 0.1 0.79
3 2.17 0.54 0.1 0.79
4 0.96 0.54 0.1 0.79
Table 7. Routing criteria for reaches.
ID From To Method Sub= Parameters
reaches
Reach-2 Subbasin-1  East Branch Muskingum 7 K=z0.6 hr,x=0.2
Reach-1 Subbasin-3 West Branch  Maodified Puls 4 in = out, Table 8
Table 8. Storage-discharge data for Réach 2.

Storage Outflow

ac-ft cfs
0 0
0.2 2
0.5 10
0.8 20
1.0 30
1.5 50
2.7 80
4.5 120
750 1,500
5,000 3,000
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A meteorologic model will have to be created for the precipitation data. Thiessen
polygon weights (Table 9) will be used for a user gage weighting precipitation method.
Total rainfall measured by the Proctor School and Sidney School gages was 1.92 and
1.37 inches, respectively. Storm rainfall is to be distributed in time using the temporal
pattern of incremental precipitation from the Fire Department gage. The Fire
Department gage data has been stored in the HEC-DSS file CASTRO.DSS with the
following pathname:/CASTRO VALLEY/FIRE DEPT./PRECIP-INC/16JAN1973/10MIN/OBS/.
The DSS file is part of the Castro example project (Look in the “hmsproj\Castro” folder,
or wherever the project data was installed).

Table 9. Precipitation gage weights.
Subbasin Proctor School Fire Dept. Sidney School
1 1.00 0.00 0.00
2 0.20 0.80 0.00
3 0.33 0.33 0.33
4 0.00 0.80 0.20

A simulation run for pre-development conditions will be created and computed to
determine the existing conditions rainfall-runoff response. Finally, future urbanization
will be modeled and results compared to the existing conditions.

Create the Project

Begin by starting HEC-HMS and creating a new project: Select the File = New menu
item. Enter Castro Valley for the project “Name’ and Castro Valley Urban Study
for the “Description” (Figure 26). Project files will be stored in a directory called
Castro_Valley, a subdirectory of the “hmsprof’ directory created during program
installation. Click the Create button to create the project.

Create a New Project x|

Matne ICaS:tr-:u Walley
Lacation : IC:'lesprcuj @l
Description : ICas:tr-:u Yalley Urban Study E

Creste Cancel |

Figure 26. Enter the name and description of the new project.

Set the project attributes before creating gages or model components (Figure 27).

Select the Tools = Options menu item. Click the “Defaults” tab. Set “Unit system” to
U.S. Customary, “Loss” to Initial and Constant, “Transform” to Snyder Unit
Hydrograph, “Baseflow” to Recession, “Routing Method” to Muskingum, “Precipitation” to
Gage Weights, “Evapotranspiration” to None, and “Snowmelt’to None. Click the OK
button to save and close the Options window.
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Input Data

24

o

General i Defaults I Messages I

Lnit sy=tem ILI_S. Custamary

Loss fintist and Constart
Transform ISH':.-'der Unit Hydrogragph
Bazeflow IRecessiDn

Fouting Method Imuskingum

Precipitation Ic,age Weights

Evapotranspiration I__N.;.r-,e__

Ll L Ll el el el e L]

Snovemelt I__N.:.ne__

Ok Cancel |

Figure 27. Setting the project attributes.

Create a precipitation gage for the Fire Department data. Select.the Component =
Time-Series Data Manager menu item. Make sure the “Gage Type™is set to
Precipitation Gages. Click the New button in the:Gage Manager window. In the
Create A New Precipitation Gage window enter Fire bept forthe “Name” and Castro
Valley Fire Department for the “Description’, Click the Create button to add the
precipitation gage to the project. The camipohent editor opens automatically and the
Fire Dept precipitation gage:is added to the Precipitation Gages folder under the
Time-Series Data component inthe watershed explorer. The precipitation gage
component editor contains four tabs. ' Time-Series Gage®, “Time Window”, “Table”, and
“Graph.” Select the “Time-Series Gage’ editor and'select the Data Storage System

(HEC-DSS) “Data Source” option: €lick the DSS Filename button E and locate the

CASTRO.dss file. Click the DSS Pathname button to view a list of records in the
DSS file. Select the /CASTRO VALLEY/FIRE DEPT./PRECIP-
INC/16JAN1973/10MIN/OBS/ pathname (Figure 28).

To view a time series table and graph of precipitation data, open the “Time Window”
editor. Enter a “Start Date” and “End Date” of 16 January 1973, a “Start Time” of
03:10, and an “End Time” of 09:50. Click on the “Table” tab to view a table and click
the “Graph” tab to view a graph of the Fire Dept precipitation data.
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(3 Time-Series Gage | Time Windu:uwl Table | Graphl

Hame: Fire Dept
Description; | Castro Walley Fire Department f=]

Data Source: Data Storage Systetn (HEC-DSE) ;I
D=5 Filename: | ChmspropCastro_YaleywWCASTRO DSS |j"
D=5 Pathname: | fCASTRO WALLEY/FIRE DEPT PRECIP-IR
Latitude Degrees:
Latituce Minutes:
Latitude Seconos:
Longitude Degrees:

Longitude Minutes:

o o oo o O

Longitude Seconds:

Figure 28. Component editor for the Fire Department precipitation gage.

Create a discharge gage for the observed hydrograph at the watershed outlet using the
same procedure for the precipitation gage. Select the Component = Time-Series
Data Manager menu item. Make sure the “Gage Type” is set to Discharge Gages.
Click the New button in the Gage Manager window. In the Create A New Discharge
Gage window enter Outlet for the “Name” and Castrg Valley Outlet Gage for the
“Description”. Click the Create button to add the discharge gage to the project. In the
component editor, select the Data Storage System (HEC-BSS) “Data Source”
option. Navigate to the CASTRO.dss.file and choose the record with the /CASTRO
VALLEY/OUTLET/FLOW/16JAN1973/10MINZOBS/ pathname using the appropriate
buttons. Using the same.steps as described for a precipitation gage, create a time
window from 16 January, 1973 at 03:00 hours to 13:00 hours. Click the “Table”
and “Graph” tabs to view the ebserved discharge hydrograph.

Create a paired data table for the Modified Puls routing method. Select the Component
= Paired Data Manager menu option. Make sure the “Data Type” option is set to
Storage-Outflow Eunctions and click the New button in the Paired Data Manager
window. Leave the Name” as Table 1 and enter a “Description” of Reach-2 in the
Create A New Storage-Discharge Function window. Click the Create button to add this
storage-discharge function to the project. In the component editor, set the “Data
Source” to Manual Entry and the “Units” to AC-FT:CFS. Click the “Table” tab and
enter the storage-discharge relationship from Table 8 (Figure 29).
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| Paired Data  Tahle | Graphl
Storage (AC-FT) | Discharge (CFS) |
| 00000 0.0000
0.2000 2.0000
0.5000 10,0000
05000 20,0000
10000 30,0000
15000 50,0000
2.7000 50,0000
4.5000 120.0000
750.0000 1500.0000
5000.0000 3000.0000

Figure 29. Storage-Discharge table for Reach-2.

Create the Basin Model
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Begin creating the basin model by selecting the Component = Basin Manager menu
item. Create a new basin model with a “Name” of Castro 1 and a “Desefiption” of
Existing Conditions.

Create the Element Network

The Castro Valley watershed will be represented with four subbasins, two routing
reaches, and three junctions. Open the:fiew basin model map by selecting the Castro
1 basin model in the watershed.exploret. A background map can be added to the basin
model by selecting the View = Background Layers menu item. Click the Add button
in the Map Layer Selector screen. ‘Navigate to the file called castro.map
(““hmsproj\Castro’”), which is part of the Castrao example project. Select the file and
click the Select button. This file is added to the "Current map layers” box in the Map
Layer Selector window. Click Ok

Use the following steps and Figure 27 to create the element network:

1. Add four subbasin elements. Select the subbasin icon ' on the tool bar. Place
the icons by clicking the left mouse button in the basin map.

2. Add two reach elements '** .

3. Add three junction elements P

4. Connect Subbasin-2 downstream to Junction-1. Place the pointer tool over the
subbasin icon and click the right mouse button. Select the Connect Downstream
menu item. Place the pointer over the junction icon and click the left mouse button.
A connection link shows the elements are connected.
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5. Connect the other element icons using the same procedure used to connect
Subbasin-2 downstream to Junction-1. Move the hydrologic elements as necessary to
complete the network shown in Figure 30. Move an element by placing the pointer
over the icon in the basin model map. Press and hold the left mouse button and
move the mouse. Release the left mouse button to place the icon. The upper and
lower ends of a reach element icon can be moved independently.

@r-_,Subnasin-1

Subbasin-3

Feach-2

Subbasin-4 iy, Stbbasin-2

]

‘|

= dunctiopes Sg= Junctian-1

== Junction-2

Figure 30. Subbasin, reach, and junction elements in their correct positions.

Enter Element Data

Enter the area for each subbasin element. Select a subbasin element in the watershed
explorer or in the basin map. Then, in the component editor select the “Subbasin” tab
and enter the subbasin area for each subbasin element (Figure 31). Figure 31 also
shows the “Loss,” “Transform,” and “Baseflow” tabs. One way of entering parameter
data for a subbasin element is to click on each of these tabs and enter the required
information. Another way to enter parameter data is to use global editors. Global editors
are the most efficient way to enter data for several subbasin and reach elements that
use the same methods. Select the Parameters = Loss = Initial and Constant menu
item (Figure 32). Enter the loss data from Table 5 (Figure 33) and click the Apply button
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to close the global editor. Select the Parameters = Transform = Snyder Unit
Hydrograph menu item and enter the transform data from Table 5 (Figure 34). Select
the Parameters = Baseflow = Recession menu item and enter baseflow data from
Table 6 (Figure 35).

B Subbasin | Lu:nssl Transfn:nrml Eiasefln:nwl Optin:nnsl

Hame: Subbasin-1

Dezcription: E
it I _—
Doswenstream: IReach-E / j l:lul

Area (MIZ) 056«
Loss Method: Iln'rtial ahd Constant

Transfarm hethod: ISn':.fder Unit Hydrograph

Ll f L]

Bazeflove Method: IRecessiDn

Figure 31. Subbasin area.

Parameters Compute Resulks Tools  Help /
| Loss ] Initial and Conskant

Transform b Deficit and Constant
Baseflow 3 Exponential Loss
Routing b Green and ) Ampk
Subbasin Methods ¢ ‘Stidded Deficik Comnskant:
Reach Methad., .. Gridded SE5 Cukve Murnmber
Element Inwventary Gridded| Seil Moisture Accounting
S5 Cupve Murnber:
Soil Moisture Accounting
Figure 32. Select initial and constant global editor.
#% Initial Constant Loss [Castro 1] =0l x|
Subbasin Initial Loz= Constant Rate Impervious
(I~ (MR ]
Subbasin-1 0.0z 014 20
Subbasin-2 0.0z 014 .0
Subbasin-3 0.0z 014 10.0
Subbaszin-4 .02 014 15.0
Apply | Close |

Figure 33. Initial and constant loss global editor.
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#¥ snyder Transform[Castro i
Subbasin Lag Time Peaking Coefficient
(HR)

Subbasin-1 0.za 016
Subhasin-2 028 016
Subbasin-3 0.2a 016
Subbasin-4 017 016

Apply | Cloze |

Figure 34. Snyder transform global editor.

#% Recession Baseflow [Castro 1] =10 x|
Subbasin Initial Type Initial Dizcharge Initial Discharge Recession Constant Thi
(CFSMAIZ) [CFS)

Subbasin-1 Discharge Per Area 054 0.79 |Ratio 1
Subbasin-2 Dizcharge Per Area 0.54 0.79 | Ratic 1
Subbasin-3 Discharge Per Area 0.54 0.79 | Ratic 1
Subbasin-4 Dizcharge Per Area 0.54 0.79|Ratio 1
Kl | il
Apply | Cloze |

Figure 35. Recession baseflow global edlitor.

Change the name of the three jufiction elements. Cliek the right mouse button when the
pointer is on top of the Junction-1 element hame in the watershed explorer and select
Rename. Change the hame to East Branch. Change the name of the Junction-2 and
Junction-3 elements to Outlet and West Branch, respectively.

Enter parameter data for the reach elements. Open the component editor for Reach-1.
Change the “Method’ from Muskingum to Modified Puls. A screen appears with the
message stating that data for the old method will be lost. This message makes it more
difficult to accidentally change the method and lose parameter data. Click the “Route”
tab in the component editor and select the storage-discharge table from the drop-down
list and enter the number of subreaches from Table 7 (Figure 36). Set the “Initial”
condition to Inflow = Outflow. Open the component editor for Reach-2 and enter
the data from Table 7 (Figure 37).

"+ Reach  Route | Opti-:unsl

Hame: Reach-1
Star-Dis Function: ITahIe1 LI g
Subreaches: I 4=

Irtiai: [Inflow = Outflowr ¥ |

Figure 36. Modified Puls data for Reach-1.
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M+ Reach  Route | Opticunsl

Hame: Reach-2
Muskingurn K (HR) [0.5

Puiskingurm IIII.2
Subreaches: I ?ﬁ

Figure 37. Muskingum data for Reach-2.

Add an observed hydrograph to the Outlet element. Select this junction element in the
basin map or in the watershed explorer to open the component editor. Click the
“Options” tab and select the Outlet gage from the “Observed” drop-down list (Figure
38).

EP Junction  Options I

/Hﬁe: Outlet T~
Observedt: |Outlet | B
hmb i ﬁ

I
Flow Ratio: |

Ret Flow (CFS) |

Ref Label: |

Figure 38.  Add an observed hydrograph.

The basin model is complete.
Create the Meteorologic Model

Begin creating the meteorologic model by selecting the Component = Meteorology
Manager menu item. Click the New button in the Meteorology Manager window. In the
Create A New Meteorologic Model window enter GageWts for the “Name” and Thiessen
weights, 10-min data for the "Description”. In the component editor make sure the
selected “Precipitation” method is Gage Weights (Figure 39). At this point the
watershed explorer should look similar to Figure 40.
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2% Meteorology Model | Basing | options |

Hame: GageWwts

Description: IThiessen weeights, 1 0-min data

Precipitation:

Evapotranspiration:

Shioarmelt: I--Nu:une--

Unit System: ILI.S. Customary

Figure 39. Meteorologic model component editor.

_ 4 Castro Valley
| Basin Models
= | r-.-'!ete-:url:nll:ugi-: Models

P - =

I—E% Precipitation Gages
| Time-Series Data
| Paired Data

- Compaonents I Cu:umputel Resurtsl

Figure 40. Watershed explorer showing the GageWts meteorologic model.

Subbasins need to be specified for this metebrologic model. Click the “Basins” tab in the
GageWts component editor. Set the “Include Subbasins' option to “Yes” for the Castro
1 basin model (Figure 41). Afterithis step, all subbasins in the €astro 1 basin model
are added to the meteorplogic model (Figute 42).

9 Metearology Model  Basing | Options |

Hame: GageWwts

BEazin Model | Include Subbasins |
Castro 1 |‘r’es |
Figure 41. Include subbasins in meteorologic model.
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_ A Castro Walley
___| Basin Models

= Subbasin-
# Subbasin-2
# Subbasin-3
# Subbasin-4

+— | Tirne=
___| Paired Data

Campaonents I Cu:umputel Resurtsl

Figure 42.

Subbasins added to meteorologic model.

Use the following steps and Figure 42 to complete the GageWts meteorologic model:

1.

Add the Proctor School and Sidney School non-recording gages. Under the

GageWsts meteorologic model, in the watershed explorer, select the
Precipitation Gages element to open the “Total Storm Gages” editor. Enter
Proctor for the “Gage Name” and 1.92 for the “Total Depth”. Add the
Sidney total storm gage in the same manner (Figure 43).

Total Storm Gages |

Hame: GageWts

GageMame | Total Depth (M)

Proctor

1.92

Siclney 1.37 \

Figure 43.

2.

Proctor and Signey total storm gages.

In the watershed exploter, expand the Subbasin-1 element and select the Gage

Weights sub-component:{Eigure 44). A component editor will open with two
tabs, “Gage Selections: and “Gage Weights.” Depth and time weights are

required for all precipitation gages with the “Use Gage” option set to “Yes”. For

this example, the “Fire Dept” gage will be used for all subbasin elements
because it contains the storm pattern; the other gages only contain total storm
depths. Once the correct precipitation gages are included for Subbasins-1

(Figure 45), select the “Gage Weights” tab in the component editor and enter the

correct “Depth Weight” from Table 9 for Subbasin-1. The “Time Weight” will

be 1.0 for the Fire Dept gage in all subbasins (Figure 46). Complete this step

for the remaining subbasins.
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M Castro Valley

| Basin Modelz

——__ 4 Meteoralogic Models
IJ:'I—Q;? Gagelvts

55 Precipitation Gages

= Subbasin-3
= Subbasin-4
+—_ | Titne-Series Data
| Paired Data

Caomponents I CompLte I Reszuits I
Figure 44. Selecting the Gage Weights sub-component for Subbasin-1.

Gage Selections | Gane Weights I

Hame: Subbasin-1

Gage Mame I L=ze Gage
Fire Dept Yes
Proctar Yes
Sicdrey Mo

Figure 45. Selecting gages for Subbasin-i.

Gage Selections  Sage Weights I

Hame: Subbasin-1

Gage Mame Depth Weight I Titre Wizight
Fire Dept 0 1
Proctar 1

Figure 46. Gage weights for Subbasin-1.

Define Control Specifications

Create the control specifications by selecting the Components = Control Manager
menu item. In the Control Specifications Manager window, click the New button and
enter Jan73 for the “Name” and 16 January 1973 for the “Description.” In the
component editor, enter 16Jan1973 for both the "Start Date" and "End Date" (Figure 47).
Enter 03:00 for the "Start Time" and 12:55 for the "End Time." Select a time interval of
5 minutes from the “Time Step” drop-down list.
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|§| Cartrol Specifications I

Hame: Jan73
De=cription: |1 G January 1973 E

Start Date [ddhbdhibd ™) |1 BJar1 373

Start Tirne (HH:mm) [03:00

End Drater {cloihhdhd s 550 |1 BJan1373

End Tirne (HH:mm) [12:55

Time Step: IS Mintes LI

Figure 47. Entering control specifications data.
Create and Compute a Simulation Run

Create a simulation run by selecting the Compute = Create Simulation Run menu
item. Keep the default name Run 1. Select the Castro 1 basin model, GageWts
meteorologic model, and Jan73 control specifications using the wizard. After the wizard
closes select the “Compute” tab of the watershed explorer and click on Run 1. Change
the description for this simulation run by entering Existing conditions, 16 January
1973 storm (Figure 48).

Click the right mouse button when the mouse pointer is on top of the Run 1 name in the
watershed explorer and select Compute. A window opens showifig the progress of the
compute.

503 Simulation Run | Retio | Start States | Save States

Hame: Run 1

Description: IExis‘ting conditions, 16 January 1973 starm

Easin Model: ICastn:u 1

55|

Meteorologic: Mocel: IGage‘l.-“-.l'ts

Ledlefle
Ealé

Control Specifications: IJan?S

Figure 48. Simulation run component editor.
View Model Results

Begin viewing results by opening the basin model. Open the Castro 1 basin model by
clicking on its name in the watershed explorer. Select the Global Summary Table tool

L3 from the tool bar to view summary results of peak flow for all elements in the basin
model (Figure 49). Print the table or make a note of the computed peak discharge for
Subbasin-2. View graphical and tabular results for the Subbasin-2 element. Place the
pointer over the Subbasin-2 icon in the basin map and click the right mouse button.
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Select the View Results = Graph menu item (Figure 50). Select the View Results =
Summary Table menu item to view the subbasin element summary table (Figure 51).
Select the View Results = Time-Series Table menu item to view the subbasin time-
series table (Figure 52).

£ Global Summary Results for Run “Run 1% =10l=l

Praoject: Castro Yalley Simulation Fun: Fun 1

Start of Run: 16 Jan 1973, 0300 Big=zin Madel: Castra 1
Erid of Rur: 16 Jan 1973, 12:55 Meteorologic Maodel:  GageiMs
Execution Time: 19 May 2005, 10:14.47 Control Specifications: Jand3

wolume Units: 1N ACFT

Hydraologic Drainage Area | Peak Dizcharge Time of Peak “olume

Eletnerit (M2 [CFS) (1M
E=st Branch 235 304,23 16 Jan 1873, 07:20 0.57
Outlet .51 S40.27 16 Jan 1873, 06:55 0.53
Reach-1 217 161.39 16 Jan 1873, 11:20 0.53
Reach-2 0.56 153.59 16 Jan 1873, 07:30 112
Subbasin-1 0.56 162.29 16 Jan 1873, 06:55 113
Subbasin-2 1.52 171.42 16 Jan 1873, 06:55 072
Subbasin-3 217 309.11 16 Jan 1873, 06:55 0.54
Subbasin-4 0.96 121.79 16 Jan 1873, 06:50 072
Wiest Branch 313 243.01 16 Jan 1873, 06:50 0.50

Figure 49. Viewing the global summary table.
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Execution Titme : 19 May 2005, 10:14:47

salume Units 1 £ I
Computed Results

Graph for Subbasin *Subbasin-2* =10l =l
Subbasin Element "Subbasin-2" Besults for Bun "Fun 1"
= D_DD-
O
g 0027
a
o
0.044
1607
w1207
o
= 807
% 407
o
1]
04: DD 06: DD 08 DD 10: DD 12: DD
16Jan1973
Legend
B nRUN 1 Bement:SUBBASIN-2 Result:Incremental Precipitation
B Ryp:RUN 1 Bement:SUBBASIN-2 Result: Precipitation Loss
Run:RUM 1 Bement: SUBBASIN-2 Fesubt: Outflow
— — — Run:RUN 1 Bement:3UBBASIN-2 Result:Baseflow
—
Figure 50. Graph of Subbasin-2 results.
8 Summary Results for Subbasin “Subh =0l =
Project | Castro Valley Simulstion Run : Run 1 Subbazing Subbasin-2
Start of Run: 16 Jan 1973, 03:00 Easin Model : Castro
End of Run : 16 Jan 1973, 12:55 Meteorologic Maodel . Gaget™is

Cotitrol Specifications © Jan?3

" ACFT

Peak Dizcharge : 171 .42 (CFS) DiatesTime of Peak Dizcharge : 16 Jan 1973, 06:55
Total Precipitation : 1.46 (M) Total Direct Runoff : 0.7 (IM3
Total Loss 073 (M) Total Baseflow 0.0 [IM)
Total Excess : 0.73 (1M Dizcharge 072 (M)
Figure 51. Summary table of Subbasin-2 results.
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€ Time-Seties Results for Subbasin “Subbasi =10 =
Project | Castro Valley Fun : Run 1 Subbazing Subbasin-2

Start of Run: 16 Jan 1973, 03:00 Basin Model : Castro 1

Endd of Run : 16 Jan 1973, 1255 Meteorologic Model :  Gageits

Execution Time : 19 May 2005, 10:2206 Corntrol Specifications | Jan?3

Date Time | Precip | Loss | Excess| Direct Flow | Baseflow | Total Flowe
(IR LIk [Ird3 [CFS) [CFS) [CFS)

16 Jan 1973 (0300 0.000 ey =y -
16 Jan 1973 (0305 0000 | 0000 | 0000 0.000 0520 0.520
16 Jan 1973 (0310 0000 | 0000 | 0000 0.000 0&149 0519
16 Jan 1973 (0315 0000 | 0000 | 0000 0.000 0&149 0519
16 Jan 1973 (0320 0000 | 0000 | 0000 0.000 0515 0515
16 Jan 1973 (0325 0005 | 0005 | 0000 0.042 0&17 0.559
16 Jan 1973 (0330 0005 | 0005 | 0000 0185 0&17 1.005
16 Jan 1973 (0335 0005 | 0005 | 0000 0413 0516 1.2249
16 Jan 1973 (0340 0005 | 0005 | 0000 0.650 0515 1465
16 Jan 1973 (0345 0043 | 0011 | 00335 3.985 0515 4507
16 Jan 1973 (0350 0043 | 0011 | 00335 15058 0&14 15872
16 Jan 1973 [03:55 0016 | 0011 | 0.006 29,352 0513 30196
16 Jan 1973 [04:00 0016 | 0011 | 0.006 3|.mT 0513 35.830
16 Jan 1973 [04:05 0ozy | 0011 | 06 41 Ga6 n&12 42 GES
16 Jan 1973 (0410 0ozy | 0011 | 06 45 754 0.E11 47 570
16 Jan 1973 (0415 0016 | 0011 | 0.006 52532 0.E11 53.343
16 Jan 1973 [04:20 0016 | 0011 | 0.006 55922 0&10 56,7352
16 Jan 1973 [04:25 0.011 oo | 0.om 56.524 0509 a7.333
16 Jan 1973 [04:30 0.011 oo | 0.om 55,354 0509 56197
16 Jan 1973 [04:35 0ozy | 0011 | 06 54 577 0505 55,6585 j

Figure 52. Time-series table of Subbasii-2 resulls.

Simulate Future Urbanization

Consider how the Castro Valley"'Watershed response would change given the effects of
future urbanization. 1he meteorologic model and control specifications remain the
same, but a modified basin model must be created to reflect anticipated changes to the
watershed.

Create the Modified Basin Model

The urbanized basin model can be created by modifying a copy of the existing
conditions basin model. Place the pointer on the Castro 1 basin model in the
watershed explorer and click the right mouse button. Select the Create Copy option.
Enter Castro 2 as the basin model “Name” and Future conditions for the
“Description” in the Copy Basin Model window.

Modify the new basin model to reflect future urbanization. Open the component editor
for Subbasin-2 (select Subbasin-2 in the watershed explorer or in the basin map).
Change the percent imperviousness from 8 to 17 percent and the Snyder t, from 0.28 to
0.19 hours.
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Update the GageWts meteorologic model to include subbasins from the Castro 2
basin model. Select the GageWts meteorologic model in the watershed explorer and
click the “Basins” tab in the component editor. Change the “Include Subbasins” option to
“Yes” for the Castro 2 basin model.

Urbanized Simulation Run

Create a new simulation run for the future conditions basin model by selecting the
Compute = Create Simulation Run menu item. Keep the default name of Run 2 and
select the Castro 2 basin model, the GageWts meteorologic model, and the Jan73
control specifications using the wizard. Open the Run 2 component editor and enter
Urbanized conditions, 16 Jan 1973 storm as the description. Compute Run 2 and
compare the peak discharges for the urbanized conditions basin model to the existing
conditions basin model at Subbasin-2, East Branch, and Outlet (Table 10).

Table 10. Peak discharges for existing and future urbanization condijtions.
Subbasin 2 East Branch Outlet
Existing cfs 171 304 540
Urbanization cfs 211 337 580
Increase % 23 11 7

Results from the two simulation runs can also be compared from the “Results” tab of the
watershed explorer. Results are available from the “Results” tab as long as:fio
modifications have been made to components used by the simulation:fun. For example,
if a constant loss rate parameter was changed in a subbasin element then results for all
simulation runs using the basin model in which the subbasin element resides will not be
available. It is easy to determine if results are available. If the simulation run icon is
grey, then results are not available (Figure 53).and the simulation run must be re-
computed.

_ 4 Castro Valley

IJ:'I— _ A Simulation Runs
W Fun 1
W Fun 2

Cl:umpl:nnentsl Compute  Results |

Figure 53. Results are not available for simulation runs.

Use the watershed explorer to compare results from Run 1 and Run 2. Click the
“Results” tab in the watershed explorer and select both simulation runs. The watershed
explorer expands to show all hydrologic elements with results. Then, select Subbasin-2
and watch the watershed explorer expand to show all results available for this subbasin
element (Figure 54). Select the Subbasin-2 “Outflow” result from the existing conditions
simulation and notice the preview graph in the component editor. Hold down the Control
key and select the Subbasin-2 “Outflow” result from the future conditions simulation.
The hydrograph from the future condition simulation is added to the preview graph

il
(Figure 55). Select the View Graph ke tool bar button to open a copy of the preview
graph in the desktop.
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g\cﬁy Subbasin-1 |
= 2,'-; Subbasin-2

] Summary

Ot

Incremental Precipitation
Precipitation Loss
Excess Precipitation
Direct Runaff

Baseflow

— 1% Subbasin-3

1 Subbasin-4

—q,?‘ West Branch

Glabal Summar
e =
Cl:umpl:nnentsl Compute  Results |

Figure 54. Available results for Subbasin-2.
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(- Subbasin-2 [

SUmmary

15 Incremertal Precipitation
I Precipitation Loss
I Excess Precipitation
I Direct Runaff

I Basetlow

& Subbasin-g

i Subbasin-d

—"—Tﬂ Wizt Branch

EH3 Run 2

—@ Glokal Surmmary

—'-—Tﬂ Eazst Branch

—Ef outlet

A Reach-1

5 Reach-2
24 Subbasin-1 i
—Hn Subbasin-?

Summary

I[5) Incremental Precipitation =]

Compnner‘rtsl Compute  Results |

Presviewy I

Subbasin-2

200 H
150

100+

Flow (zfs)

504

0400 06:00 02:00 40:00 12:00
16Jan1973

Figure 55. Comparing hydrographis from existing and future conditions simulations.

Save the project by selecting the File = Save menu item. The example application is
now complete.
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Create and Compute an Optimization Trial

Before an optimization trial can be created, a simulation run using a basin model with
observed flow must exist. An optimization trial is created by selecting the Compute =
Create Optimization Trial menu option. A wizard steps the user through the process of
creating an optimization trial. First, a name must be entered, then an existing simulation
run must be selected, and finally a hydrologic element containing observed flow must be
selected. The new optimization trial is added to the “Compute” tab of the watershed
explorer (Figure Al). In the component editor, the user can enter a “Description”,
change the simulation run used by the optimization trial, and select the search method
used to find optimal parameter values. Also, the user has the option of changing the
tolerance and the number of iterations to control when the search for optimal parameter
values ends.

Click the plus/minus box next to the optimization trial name to expand or collapse the
watershed explorer. Select the Objective Function element in the watershed explorer
to add a new editor to the optimization trial component editor (Figure A2). On this editor
the user can select the objective function from the “Method” drop-down list and change
the location used for comparing observed and simulated hydrographs. In addition, start
and end dates and times can be edited.

An optimization trial requires hydrologic element parameters. To add a parameter, click
the right mouse button when the pointer is on top of the optimization trial’s name in the
watershed explorer and select Add Parameter (Figure A3). A new element is added to
the watershed explorer with the name “Parameter 1.” Figure A4 shows the editor for this
new element. From the parameter tab of the component editor, the user selects the
hydrologic element and the parameter for that element. This parameter is adjusted
during the optimization trial in an attempt to find a value which minimizes the difference
between simulated and observed hydrographs. The user has the option to select a
different initial value for the parameter, enter. minimum and maxirmum value constraints,
and select whether the parameter is logked diiring the optimization trial. More than one
parameter can be added to an optimization trial.

An optimization trial can be computed from the Compute menu or from the watershed
explorer. Results for an optimization trial ‘are only available from the “Results” tab of the
watershed explorer. Additionally, results only exist for hydrologic elements located
upstream of the element containing the observed hydrograph used in the optimization
trial.
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) Castro Valley
1 Simulstion Runz
=4 Optirmization Trials

i

Components  Compute I Resurtsl

2 Optirmization Trial |

Hame: Trial 1

Description: I

R IRun 1

Methad: [Melder Mead

Ledle

Tolerance: IIII.IIIIZI1 0

Maz kerations: |1 oo

Figure A1. Optimization trial.

%) Optimization Trial ‘Chjective Function

Hame: Trial 1

Methiod: IF‘eak-Weighted RMS Errar

Lacatior: [Outlet

Miz=ing Flow: IEI.IZI

Start Date (olcdhbbd ™) |1 Glan19v3

Start Time (HH:mm) j03:00

End Date (clahbdhd 55 |1 Guan1av3

End Time (HH:tmm) [12:55

Figure A2. Objective function editor.
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J Castro Walley

;| Sirmulation Runs

= § Optimization Trials

Ejﬂ% Compuke

;l Analyses Creake Copy...
Renare. ..

Delete

add Parameter

COomponents  Cormpute I Resurtsl

Figure A3. Add a parameter to an optimization trial.

i) Optimization Trial Parameter 1 |

Hame: Trial1

Element: I--Nu:une Selected--

L L

Parameter; I--Nl:nne Selected--

It Value () |

Locked: IN::: j

M () |

haziruen [ I

Figure A4. Parameter tab (The editor updates when changing the “Element” and
‘Parameter” options).
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Before a depth-area analysis can be created, a simulation run using a frequency storm
meteorologic model must exist. A depth-area analysis is created by selecting the
Compute = Create Analysis menu option. A wizard steps the user through the
process of creating a depth-area analysis. The user must choose the analysis type in the
first step of the wizard. Currently, the only option is Depth-Area. In the next step, the
user must enter a name for the depth-area analysis. In the last step, the user must
select an existing simulation run. The analysis will use the basin model, meteorologic
model, and control specifications from the chosen simulation run. The new depth-area
analysis is added to the “Compute” tab of the watershed explorer (Figure A5). A new
analysis can also be added to a project using the analysis manager. In the component
editor, the user can enter a “Description” and change the simulation run used by the
depth-area analysis.

A depth-area analysis requires the user to select points, hydrologic elements, in the
basin model where outflow from a frequency event is needed. The depth-area analysis
automatically adjusts precipitation depths in a frequency storm meteorologic model to
reflect the upstream drainage area for each analysis point. The user selects points of
interest (analysis points) on the “Analysis Points” tab of the component editor (Figure
AB). Click the mouse in the first row of the “Element” column and a drop-down list will
appear containing hydrologic elements in the basin model.

A depth-area analysis can either be computed from the Compute menu or from the
watershed explorer. Results for a depth-area analysis are only available from the
“Results” tab of the watershed explorer. Additionally, results are only available for
hydrologic elements selected on the “Analysis Points” tab of the depth-area analysis
component editor.

M Castro Valley
| Simulation Runs
| Optitvization Trials
=—_ 1 Analyses
IJ:'I— _ 4 Depth-LAres Ahalyses

COMpOnerts  Compute I Resurtsl

?}5\ Depth-Area Analysis | Analysiz P.:.intsl

Hame: Analysis 1

De=crigption: I E
FEun: IFrequency Storm LI ﬂ

Figure A5. Depth-area analysis component editor.
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H5 Depth-Avrea Analysis  Ahalysis Points I
Analysiz Paint Elemert |
Paint 1 Subbasin-1
Point 2 Subbasin-3
Paint 3 East Branch
Poirt 4
Figure A6. Selecting analysis points for a depth-area analysis.
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